
Electrical

Dimensions

Phase Pump Motor Voltage HZ H.P. Running Amps Start Up Amps

Mini 170 N/A HP 12 / 24 N/A 0.33 29/14 90/45

Mini 170 Single HP 110 / 230 50 / 60 0.33 6/3 26/13

Mini 350 Single HP 110 / 230 50 / 60 1 13/6.5 52/26

Mini 550 / 750 Single HP 110 / 220 50 / 60 2.1 26/13 93/47

Mini 550 / 750 Single Booster 110 / 220 50 / 60 0.5 7/3.5 28/14

Mini 170

Mini 350

Mini 550

Mini 750

170 / 644

350 / 1.325

550 / 1.900

750 / 2.850

7 / 27

15 / 55

23 / 87

31 / 118

Model Number Per 24 Hours - Gal / Lit  Per Hour - Gal/ Lit

70 lbs / 32 kg

127 lbs / 58 kg

142 lbs / 64 kg

150 lbs / 68 kg

Weight Compact

70 lbs / 32 kg

89 lbs / 40 kg

128 lbs / 57 kg

130 lbs / 59 kg

Weight Modular

11" | 280 mm

12" 
310 mm

Prefilter Assembly

 

Mini 350 | 550 | 750 - compact

19.68"

500 mm

Mini 170 - compact

12.2"

310 mm
10.03"

255 mm

Front View

14"

356 mm

15.78"

401 mm

b. 46.94" / 1192 mm

a. 37.94" / 964 mm

20.92"

531 mm

17.85"

453 mm

17"

432 mm

26"

660 mm

c. 47" | 1190 mm

b. 38" | 960 mm

a. 28" | 710 mm

5" 
124 mm

Mini 350 | 550 | 750 - modular

Booster Pump

15" | 380 mm

8" | 210 mm

8" 
200 mm

18" | 450 mm

9" | 240 mm

10" 
260 mm

HP Pump

Sea Strainer

21.5" 
545 mm

8.15"
 210mm

Commercial 

Prefilter

8.15"

 210mm

18.4" 
470 mm

OW Separator

Modular - Main Controller (170 - 750)

11" 
281 mm

9.4" | 239 mm
17" | 432 mm

18.42" | 468 mm

14.3" 
365 mm

6.5"

 
166mm

Prefilter Assembly Membrane Assembly 

26" | 660 mm

8" 
200 mm

Booster pump

7.3" | 1
85 mm

5.7"145 mm

4.2" 
106 mm

16.4" | 416 mm

9" | 230 mm

7" 
180mm

HP pump

Sea Strainer

8.38" 
213 mm

7.25"
 184mm

Mini 170 - modular

Front View

Top View

Top View

Membrane Assembly

The PRO Mini

8.38" 
213 mm

7.25"
 184mm


