
Features & Benefits 

• Oil-free pump

• HMI interface

• Aluminum frame

• ANSI flanges 

• All controls & instrumentation for safe and  
reliable operations.

• Compact design

• Automatic control

• Digital control

Specifications

Part Number 

A600, A601,  

A611, A612 Voltage

Capacity 

M3/Day

Permeate  

GPD

Vertical Dimensions (in/cm)

Length Width Height

-30 440-480 / 60 / 3 30 8000 29/74 77/196 49/124

-31 380-410 / 50 / 3 30 8000 29/74 77/196 49/124

-38 440-480 / 60 / 3 38 10000 29/74 77/196 49/124

-39 380-410 / 50 / 3 38 10000 29/74 77/196 49/124

-44 440-480 / 60 / 3 45 12000 29/74 77/196 49/124

-45 380-410 / 50 / 3 45 12000 29/74 77/196 49/124

-61 440-480 / 60 / 3 61 16000 29/74 77/196 49/124

-62 380-410 / 50 / 3 61 16000 29/74 77/196 49/124

-67 440-480 / 60 / 3 68 18000 29/74 77/196 49/124

-68 380-410 / 50 / 3 68 18000 29/74 77/196 49/124

Tasman Sea T-3  
Watermakers
8,000 - 18,000 GPD 

30-68 M3/D
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WARNING: This product can expose you to chemicals 
including Di(2-ethylhexyl) phthalate (DEHP), which is 
known to the state of California to cause cancer and 
birth defects or other reproductive harm. For more 
information go to www.P65Warnings.ca.gov.
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